OnePlus 13 UV Tempered Glass
Screen Protector

User Guide & Safety and Warranty

Product . .
specifications Model: OPC42  Color: Clear
i X UV temperedfim*2 UV glue15g* 4
Packing List 60g weight * 2 Film auxiliary bag * 2
UV fixed lamp * 1 USB cable * 1
UV film sticking fixture * 1
UV absorbent cotton strips * 8 (2 sets)
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Product Overview
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UV film sticking fixture

UV fixed lamp

Method Of Application
Cleaning - Put

UV glue 1.5g Film auxiliary bag
UV tempered film 60g weight
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UV absorbent USB cable
cotton strips

0 Check if the four cotton strips 9 Place the phone inside the film
are installed properly applicator, paying attention to the
correct placement of the camera

e Use an auxiliary bag to wipe the Q Push the film applicator slider to
phone and clean the surface dirt the initial position

Dispense

Twist open the black top cover and pour the glue onto the indicated points, one for each point.
be careful:

1) After the glue is dripped, there should be no bubbles left;

2) If there are bubbles, the bottle can be used to assist in puncturing.

;

Plying-up

After tearing off the release layer, place either end of the glass on the film applicator, align the

TOP point and the positioning points at both ends, and lightly place it on the slide When placing

the glass on the block, it should be handled with care;

1) Ensure that the glass is centered on the three points;

*Gently pull the slider and observe whether the two drops of glue are adsorbed onto the

lower surface of the glass in sequence, then confirm that the glue is evenly distributed After

adsorbing the lower surface of the glass, fully pull the slider to make the glass fall down

1) Pay attention to whether bubbles are generated when the glass and glue come into
contact. If there are bubbles, they can be pushed out by hand after the glue is filled

2) Letit stand for 90 seconds until the glue flows and completely covers the glass.

Two Step Solidification Method

One curing:

1) First, place one of the weights in the middle of the tempered film and let it sit for 5-10 seconds
before removing it. Then, simultaneously place both weights Place them at one-third of the
ends of the film and let them stand for 60 seconds before removing them, and then use a UV
lamp for light curing

2) Short press for 1second, the UV light will turn on for the first curing, and the light will
illuminate for 15 seconds
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Secondary curing:

3) Open the upper cover and check if there is any glue overflowing around. If there is any
overflow, gently wipe the surroundings with an alcohol swab

4) Press and hold for 3-5 seconds. After the UV light is on, perform a secondary curing for 180
seconds. After the light is turned off and cured, clean the area around the screen and the edges
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Points For Attention

Please read this instruction carefully before use.

Please use the correct operating method according to the instructions;

Avoid direct contact with skin, eyes, and mouth. If in contact, rinse immediately with plenty of
water;

Due to the presence of chemicals in this product, please stay away from children and the elderly;
Please store in a dry, cool, ventilated, clean environment with no smoking signs, and

prevent direct sunlight;

Do not allow water or other types of liquids to enter the equipment: to avoid causing

equipment malfunction;

If the device is not used for a long time, please keep it properly.

Product Warranty

Thank you for purchasing our company's product. In order to ensure that you can use this
product with confidence and better protect your rights, our company will provide after-sales
service in compliance with the joint requirements of the General Administration of Quality
Supervision, Inspection and Quarantine and the Ministry of Information Industry.

Not within the scope of services

1. Those that have exceeded the effective service or free repair period.

2. Failure to use, maintain, or store in accordance with proper instructions resulting
in malfunction or damage.

3. Consumer initiated disassembly of product @ Product defects caused by human
factors (such as operational errors, bumps, input voltage not suitable).

4. Product defects caused by human factors (such as operational errors, bumps,
and unsuitable input voltage).

Waste Electrical and Electronic Equipment (WEEE)

This symbol (with or without a solid bar) means that according to local laws and
regulations your product and/or its battery shall be disposed of separately from
household waste. When this product reaches its end of life, user has the choice to
give his product to a competent recycling organization. Proper recycling of your
product will protect human health and the environment. If you are not sure what to do
with e-waste, please contact your local authorities, retailer, or household waste

disposal service.

Declaratlon of Conformity hereby, Oneplus Technology India Private Limited ("Oneplus
Technology") states that Oneplus Technology is committed to comply with the extended
producer responsibllity vide authorization no. B-29016(2862)/(EPR)/23/WM:-Ill Division dated
23.08.2023 issued by Central Pollution Control Board. For more information on safe disposal
and recycling you may log on to https://www.oneplus.in/legal/e-waste-management or
contact our Toll Free No. 1800-102-8411

Limited Warranty

Dear user, thank you for using this product. In case of any damage that is not caused by human
factors, we will provide comprehensive warranty services according to local laws and regulations.
To protect your legal interests, please read the following notes carefully:

o A valid Proof of Purchase shall be issued by the seller at the time of purchase.

o Please keep your Warranty Card and Proof of Purchase for future reference.

* In case of any damage of the product that is not due to human factors, consumers are
entitled to enjoy customer service free of charge by providing Warranty Card and Proof of
Purchase within the warranty period.

The warranty is not applicable in the following cases:

1. The valid warranty period expires.

2. The product is damaged because it is accidentally dropped or immersed in water when in use.

3. Damages are caused by human factors such as unauthorized disassembly, modification, etc.

4. Damages are caused by force majeure (e.g. fires, earthquakes, and lightning).

5. Damages are caused by improper usage that does not conform to the user guide or
operation manual.

6. Damages are caused by usage in environments not conforming to product specifications.

7. Information on Warranty Card or Proof of Purchase is inconsistent with the product serial
number or has been altered.

8. The SN code of the product is missing, damaged, or blurred beyond recognition.

For more details about our warranty policy, please contact OnePlus service center or visit

https://oneplus.com/support.

Statement

[Giand OnePlus are trademarks or registered trademarks of OnePlus Technology (Shenzhen)
Co, Ltd.

Other trademarks and trade names are the property of their respective owners.

Copyright © 2024 OnePlus Technology (Shenzhen) Co., Ltd. All rights reserved.

Common Problems And Solutions For Application

Q1. How to solve the problem of bubbles generated due to improper operation during the
bonding process?

A1.If bubbles are generated due to operational errors, you can gently squeeze the glue with
your fingers to expel the bubbles. For details, please scan the code to view the instructional
video.

Q2. How to solve the problem of uneven glue flow caused by uneven tabletop during the
bonding process?

A2.If the uneven flow of glue is caused by uneven placement environment, you can lift the
phone slightly by hand to control the direction of glue flow and spread it all over. Details can
be viewed by scanning the code for instructional videos.

Q3. How to make sure the cotton strips on four sides are installed properly before fitting and
how to replace them after they are used?

A3, Firstly, open the fixture and check whether the contton strips around the upper cover of
fixture have been installed. If the streps have been installed but they are loose, please press
the cotton strips by hand to ensure they are firmly bonded.

Before the nest fitting, the used cotton strips should be removed and the fixture should be
wiped around with a cleaning tool. Then, the new strips should be inserted into the four
sides of the upper cover and checked for firm adhesion

Operation video
scan the QR code below

OnePlus 13 UV Tempered Glass Screen Protector (Customer invoice)

Dear user, thank you for using this product. To better serve your needs, please read and
fill out the warranty card.

User Information

Dealer Information

Date of Purchase:

Dealer's Name:

Dealer's Address:

OnePlus 13 UV Tempered Glass Screen Protector (Stub invoice)

Dear user, thank you for using this product. To better serve your needs, please read and
fill out the warranty card.

User Information

Dealer Information

Date of Purchase:

Dealer's Name:

Dealer's Address:




